
Note: 
1. Dimensions show in mm above 
2. Size: 5.9”x10.83”x3.0” 
3. Connector  
                 AC & DC: Terminal Block  
 

All specifications and prices subject to change without notice 

TMG-F80X Series   
800 Watts, 1000 Watts Peak 
Active PFC with Universal Input 
 

Input Voltage………………...…... 90VAC to 264VAC 
Input  Frequency……………………….. 47Hz to 63Hz 
Power Factor……………………………………..>0.93 
Inrush Current (cold)…………...…… Less than 10A at  

115VAC or 20A at 230VAC cold start, 25°C 
Operating Temperature……………..………...0 to 50ºC 
Storage Temperature…………..……….. -20ºC to 85ºC 
Cooling……...……………………...………fan cooling 
Efficiency………………………….…..86-90% Typical 
Holdup Time…………………………………….>12ms 
Overload Protection……...……….……Auto Recovery 
 
Safety (Modules): 
Designed in full compliance with…….…...UL 60950-1 

 
EMI………………...………………. …..EN55022 “B”   
Harmonics………...…………….EN61000-3-2 class D 
EMS……………………...EN61000-4-2,-3,-4,-5,-6,-11 

GENERAL SPECIFICATIONS 

   The TMG-F80X Series is a high wattage power supply 
with three different mounting planes including DIN rail. 
The TMG-F80X Series features a side mounting cooling 
fans for a stable continues 800 Watts of power peaking at 
1000 Watts for 8 second duration.   

DESCRIPTION 

· Power Factor Correction 
· Very High Efficiency  
· Universal input 90VAC to 264VAC 
· Standard Over Voltage and  Current Protection 
· Three different mounting configurations  
· Peak Load of 1000 Watts (8 sec.)   

FEATURES 

· “Mission Critical” application 
· Telecommunication 
· Industrial  
· Battery charging system 

APPLICATIONS 

MECHANICAL SPECIFICATIONS 
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Installation (A): AC input at lower side 
Vertical assembly with bracket 

Installation (B): AC input at upper side 
Vertical assembly with bracket 

Installation (C):  
Horizontal  assembly without bracket 

All specifications and prices subject to change without notice 

INSTALLATION INSTRUCTIONS 

 OUTPUT SPECIFICATIONS 

Model  Watts 
Voltage 
(Vdc)  

Load (A)  Tolerance 
±  

Ripple  
& Noise 

Regulation  

Min. Rate Peak Line Load 

TMG-F807 800 +12V 0.2A 66.7A 83.5A 1% 120 mV ±1% ±1% 

TMG-F809 800 +24V 0.2A 33.5A 42A 1% 240 mV ±1% ±1% 

TMG-F80J 800 +36V 0.2A 22.2A 27.8A 1% 360 mV ±1% ±1% 
TMG-F80T 800 +48V 0.2A 16.7A 20.8A 1% 480 mV ±1% ±1% 
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Installation (A): AC input at lower side 
Din rail hook assembly 

Installation (B): AC input at lower side 
Din rail hook assembly 
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