
 
 
 
 
 
 



1.Dimensionin
mmTolerance:
+/1mm
2.Size:3”x5”x
2.08”
3.Connector:
ACInput:Molex
527702Aor
equivalent
DCOutput:
Molex527308A
orequivalent
Fan,RS:Molex
504502Aor
equivalent







TheDE300Seriesisa300WattEnclosedpowersupply
thatis3”x5”x2.08”providing9.6Wattspercubicinch.
EachunithasabuiltinActivePowerFactorCorrection
andtheefficiencyofthisseriesisbetween89%to91%
dependingonmodel.TheDE300hasabuiltinforcedair
coolingandeachserieshasMolexinputandoutput.



 
 
 
 







LineVoltage……………………...90VACto264VAC
InputFrequency………………………..47Hzto63Hz
Noloadinputpower……………...……………..<0.5W
InrushCurrent(cold)….……lessthen30Aat115VAC

or60Aat230VAC
OperatingTemperature……………..…...20ºCto65ºC
StorageTemperature…………..………..20ºCto85ºC
Cooling…………………………..FreeAirConvection

300W24CFMforcedair
Efficiency………………………….…...….89%91%
HoldupTime……………………...…20msat115VAC
OvervoltageType………………………….…latchoff
OverloadProtection……...…………..….Autorecovery

Within150%ratedload
Safety:
Designedinfullcompliancewith………...UL609501

EN609501
ANSI/AAMIES606011

EN606011
EMI………………...……………….…….FCCclassB

EN6100033
EMS………………...……EN6100042,3,4,5,6,11
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DE3007 300 +12V 0 25  +11.9V~+12.1V 120mVpp ±1% ±1%
DE3008 300 +15V 0 18  +14.9V~+15.1V 150mVpp ±1% ±1%
DE3003 300 +18V 0 16.6  +17.9V~+18.1V 180mVpp ±1% ±1%
DE3009 300 +24V 0 12.5  +23.9V~+24.1V 200mVpp ±1% ±1%
DE300G 300 +28V 0 10.7  +27.9V~+28.1V 250mVpp ±1% ±1%
DE300J 300 +36V 0 8.3  +35.9V~+36.2V 250mVpp ±1% ±1%
DE30014 300 +48V 0 6.3  +47.9V~+48.2V 250mVpp ±1% ±1%
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