







 
 
 
 
 
 

 
 
 
 


1.Dimensionsshowninmmabove
2.Size:2”x4”x0.97”(50.8x101.6x24.6)mm
3.Connector:TB1ACInput:Molex527702A
 TB2DCOutput:Molex527304A

InputVoltage………………...…...90VACto264VAC
InputFrequency………………………..47Hzto63Hz
InrushCurrent(cold)…………...……Lessthan30Aat

115VACor60Aat230VACcoldstart,25°C
OperatingTemperature………………….20°Cto70ºC
StorageTemperature…………..………...40ºCto85ºC
Cooling……………………………ConvectionCooling
Efficiency…………………………...…..>85%Typical
HoldupTime…………………………………….>16ms
OverloadProtection……...……….……AutoRecovery
OverVoltage………………………………....Latchoff
Safety:
Designedinfullcompliancewith…….…...UL609501

UL606011
EMI………………...……………….…..EN55022“B”
Harmonics………...…………….EN6100032classA
EMS……………………...EN6100042,3,4,5,6,11



TheDGK060seriespowersupplyisa60wattunitina2”
X4”footprintwithapowerdensityof7.7W/cuin.The
DGK060isGreenEnergycomplaintandtypicallyhasan
efficiencyof90%.
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DGK0607 60 +12V 0 5.00 6.50 +11.9V~+12.1V 120mV ±0.5% ±1%
DGK0608 60 +15V 0 4.00 5.60 +14.9V~+15.1V 100mV ±0.5% ±1%
DGK0603 60 +18V 0 3.33 4.67 +17.9V~+18.1V 100mV ±0.5% ±1%
DGK0609 60 +24V 0 2.50 3.50 +23.9V~+24.1V 150mV ±0.5% ±1%
DGK060G 60 +28V 0 2.14 3.00 +27.9V~+28.1V 150mV ±0.5% ±1%
DGK060J 60 +36V 0 1.66 2.21 +35.8V~+36.2V 200mV ±0.5% ±1%
DGK06014 60 +48V 0 1.25 1.75 +47.8V~+48.2V 250mV ±0.5% ±1%
DGK060H 60 +60V 0 1.00 1.40 +59.6V~+60.4V 300mV ±0.5% ±1%
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