
PL16 SERIES (Point Of Load) 
16A  Output 0.75-5.0VDC
DC-DC CONVERTER 
Non Isolated 

• PCB Mountable
• High Stable Regulated Output
• Thermally Conductive Encapsulant
• 100% Burn-In And Triple Tested
• MTBF > 400,000 Hours

• Local Area Network
• Telecommunications
• Industrial And Testing Equipment
• Battery-Powered Equipment
• Medical Equipment
• Distributed Power Equipment

FEATURES 

APPLICATIONS 

ELECTRICAL SPECIFICATIONS 
Input Voltage Range 8-14VDC 
Output Voltage Accuracy ±2% 
Load Regulation ±0.5% 
Line Regulation ±0.5%  
Ripple & Noise 50mV p-p for 5V, 1% for other voltages 
Short Circuit Protection Fold-Back 
Overload Protection Build-in 

GENERAL SPECIFICATIONS 
Efficiency (At Full Load) 80% min. 
Isolation Voltage Non-Isolated 
Operating Frequency 300KHz  
Operating Temperature -40ºC to +85ºC  
Storage Temperature -55ºC to +125ºC 
Isolation Resistance 109  Ohms, min. 
Reflected Ripple Current 20mA, typical 
Weight 3.7 Oz. (105 grams) 
Case Material PCB 

All specifications and prices subject to change without notice 
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Pin Connections 
Pin Single 
1 +Vout 
2 +Vout 
3 +Sense 
4 +Vout 
5 Common 
6 Common 
7 +Vin 
8 +Vin 
9 N/C 

10 Trim 
11 Remote on/off 

All specifications and prices subject to change without notice 

PL16 SERIES SPECIFICATIONS

Model-Type Input Voltage 
(VDC)

Output Voltage 
(VDC) 

Output Current 
(A) 

Input Current (mA) 

Full Load No Load

PL16 

8-14 
8-14 
8-14 
8-14 
8-14 
8-14 
8-14 
8-14 

0.7525 
1.2 
1.5 
1.8 
2.0 
2.5 
3.3 
5.0 

16A 
16A 
16A 
16A 
16A 
16A 
16A 
16A 

1210 
1882 
2270 
2699 
2965 
2665 
4730 
7095 

40 
40 
49 
60 
60 
65 
75 
95 

80 
85 
88 
89 
90 
91 
93 
94 

Eff.  
(%) 

MECHANICAL 

Resistor Value for Output
Vout(V) Rtrim(K ) 

0.7525 Open 

1.2 22.46 

1.5 13.05 

1.8 9.024 

2.0 7.417 

2.5 5.009 

3.3 3.122 

5.0 1.472 

1 2 3 4 5 6 7 8 9 1011

2.00
 [50.80]

0.51
 [13.00]

0.42
 [10.69]

0.10
 [2.54]

0.05
 [1.27]

1.00
 [25.40]

0.02
 [0.63]

0.14
 [3.56]

SIDE
VIEW

Remote On/Off Control Voltage 
Output Power ON Vin or Open 
Output Power OFF <0.4V 
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